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Magnetic Pattern Recognition Sensors HMS-A-10

HMS-A-10 is a kind of high sensitive magnetic pattern Recognition sensor with great reliable quality, low surface magnetic intensity, strong anti-jamming ability, high internal impedance, low power consumption.

Features
1. High sensitivity and excellent gap characteristics.

2. Output voltage is independent of scanning speed.

3. Compact size and light weight make them ideal for downsizing.

4. Low cost is achieved 
5. Strong anti-jamming ability

6. High internal impedance, low power consumption
7. Decrease the influences when a detection body has a location deviation because detection width is wide with 6mm.
8. Can design and product by the demand of customers

Applications

1. validate Bank notes from many countries 

2. Read Magnetic ink document
3. Read Magnetic card
4. detect Magnetic gear
5. Detect DC current and AC current 

Characteristic

	Supply Voltage(V)
	Total Resistance
(MR1+MR2)
(k ohm)
	Output Voltage (V)
	Detection

Width (mm)
	Resolution (mm)
	symmetry
	Operating Temperature Range(℃)

	
	min
	max
	min
	max
	
	
	
	

	5
	0.9
	1.5
	4
	6
	12.4
	0.75
	≤1.3
	-20 to 60



Note: Symmetry is the ratio of MR1 and MR2 
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Dimension and leads function
Amplifier for Output Voltage Measurement


Supply voltage”-“ or GND
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Magnetic sensor
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